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[Claim (s)] 

[Claim l]An interactive system having the following, giving a voice response demand to a 
voice server system through a public network by execution of a program of said user 
system, carrying out a line connection to said telephone or a portable telephone from 
said voice server system, and supplying a sound. 

A user system which is connected to a public network, and reads and executes a program 
from a storage. 

A voice server system which supplies a sound which is connected to a public network and 
stored beforehand. 

Telephone or a portable telephone near said user system. 

[Claim 2]Have the following and a user does a line connection to a voice server system 
from said telephone or a portable telephone by a hint given by execution of a program of 
said user system, An interactive system supplying a sound to said telephone or a 
portable telephone from said voice server system. 
A user system which reads and executes a program from a storage. 

A voice server system which supplies a sound which is connected to a public network and 
stored beforehand. 

Telephone or a portable telephone near said user system. 

[Claim 3] A user system which reads and executes a program from a storage, and an adapter 
which connects said user system to a public network, Have telephone or a portable 
telephone near said user system, and with execution of a program of said user system. An 
interactive system reading a sound beforehand stored in said storage, and supplying said 
telephone or a portable telephone through a public network from said user system. 
[Claim 4]An interactive system having the following, reading a sound beforehand stored 
in said storage by execution of said user program, and supplying said portable telephone 
through an adapter from said user system. 

A user system which reads and executes a program from a storage. 
A portable telephone near said user system. 

ATAPUTA which connects said user system with said portable telephone. 



[Detailed Description of the Invention] 
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[0001] 

[Field of the Invention] This invention relates to the interactive system using 
communication equipment, such as a telephone, about an interactive system. 
[0002] 

[Description of the Prior Art] Conventionally software memorized by storages, such as 
CD-ROM (compact disc read-only memory), is performed, image display and voice response 
are performed according to a user' s alter operation, and enjoying a game with a game 
machine or a personal computer is performed. Performing a game at two or more terminals 
(personal computer) of a remote place using a commercial online service from the former 
is also performed. 
[0003] 

[Problem to be solved by the invention] The conventional game machine is enjoyed with the 
picture displayed on a television receiver or a display in a personal computer, and the 
sound which flows from a loudspeaker, and there was no thought of having connected 
telephone and a portable telephone to this and aiming at communication. This invention 
is what got used in view of the above-mentioned point, and it aims at providing the 
interactive system which aims at communication with a user using a telephone or a 
cellular phone. 
[0004] 

[Means for solving problem] The user system which the invention according to claim 1 is 
connected to the public network, and reads and executes a program from a storage, The 
voice server system which supplies the sound which is connected to the public network 
and stored beforehand, It has the telephone or portable telephone near said user system, 
a voice response demand is given to a voice server system through a public network by 
execution of the program of said user system, a line connection is carried out to said 
telephone or a portable telephone from said voice server system, and a sound is 
supplied. 

[0005]For this reason, according to advance of a program, call origination of the 
telephone or portable telephone near the user can be carried out, the sound of the 
contents related to a program can flow out, and, in addition to a user system, 
communication with a user can be aimed at. The user system which the invention according 
to claim 2 reads a program from a storage, and is performed, The voice server system 
which supplies the sound which is connected to the public network and stored beforehand, 
Have the telephone or portable telephone near said user system, and a user does a line 
connection to a voice server system from said telephone or a portable telephone by the 
hint given by execution of the program of said user system, A sound is supplied to said 
telephone or a portable telephone from said voice server system. 

[0006]Even if the user system is not connected to the public network, when [ for this 
reason, ] a user does call origination with telephone or a portable telephone with the 
hint given by execution of a program, The sound of the contents related to a program can 
flow out, and, in addition to a user system, communication with a user can be aimed at. 
The user system which the invention according to claim 3 reads a program from a storage, 
and is performed, The adapter which connects said user system to a public network, The 
sound which has the telephone or portable telephone near said user system, and is 
beforehand stored in said storage by execution of the program of said user system is 
read, and said telephone or a portable telephone is supplied through a public network 
from said user system. 

[0007]For this reason, according to advance of a program, call origination of the 
telephone or portable telephone near the user is carried out, The sound of the contents 
related to a program can be read from a storage, it can flow from telephone or a 
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portable telephone, in addition to a user system, communication with a user can be aimed 
at, and constituting becomes a voice server system is unnecessary and easy. The user 
system which the invention according to claim 4 reads a program from a storage, and is 
performed, It has a portable telephone near said user system, and ATAPUTA which connects 
said user system with said portable telephone, By execution of said user program, the 
sound beforehand stored in said storage is read, and said portable telephone is supplied 
through an adapter from said user system. 

[0008]For this reason, according to advance of a program, call origination of the 
portable telephone near the user is carried out, Since the sound of the contents related 
to a program can be read from a storage and it is not necessary to flow from a portable 
telephone, and to aim at communication with a user system in addition to a user system, 
and to let a public network pass, composition becomes easy and a fee does not require 
it, either. 
[0009] 

[Mode for carrying out the invention] Drawing 1 shows the lineblock diagram of the 1st 
work example of this invention system. Ten are user systems, such as a game machine or a 
personal computer, among the figure. This user system 10 is connected to the public 
network 14 through the modem 12. A user' s telephone 16 is also connected to the public 
network 14, and a user' s portable telephone (personal handy phone machines, such as PHS, 
are also included) 18 is also connected to the public network 14 through the base 
station 20. The voice server system 22 is connected to the public network 14. 
[00 1 0] Drawing 2 shows the block diagram of one work example of the personal computer as 
the user system 10. The CD-ROM device 30 plays CD-R0M32 by which software memory was 
carried out, such as a game program, among the figure. The program read from CD-R0M32 
and its data (image data and voice data) are stored in RAM34 through the bus 33, and a 
program is executed by CPU36. The image data which the image processing circuit 38 is 
read from CD-R0M32, and is supplied by control of CPU36 is stored in the video memory 
40, An analog video signal is generated from the image data read from the video memory 
40 in order of the scan with the given period, the display 42 is supplied, and a picture 
is displayed. The voice processing circuit 44 changes into an analog voice signal the 
voice data which is read from CD-R0M32 and supplied by control of CPU36, supplies it to 
the loudspeaker 46, and makes a sound output. 

[0011] The input parts 48, such as a keyboard and a mouse, generate the operation 
information based on a user' s operation, and the program executed by CPU36 controls 
advance of a game according to this operation information. Programs, such as OS 
(operating system), are stored in R0M50. It is connected with the external modem 12 and 
the communication interface 52 performs the data communications between the bus 33 and 
the modem 12. 

[0012]When the user system 10 is a game machine, the television receiver which the 
analog video signal generated by image processing circuit 38 and voice processing 
circuit 44 each and an analog voice signal do not illustrate is supplied, and display 
and pronunciation are performed. A controller is used as the input part 48. Drawj ng 3 
shows the block diagram of one work example of the voice server system 22. Among the 
figure, CPU60 executes the processing program stored in R0M62, and performs data 
management of the voice database 64, input output signal processing, etc. Voice data is 
beforehand registered into the voice database 64, and CPU60 searches and reads the voice 
data to need from the voice database 64, and supplies it to the voice processing circuit 
68 through the bus 66. The voice processing circuit 68 changes voice data into an analog 
voice signal, and supplies it to the modem 70. 

[0013] The modem 70 is connected to the public network 14. The analog voice signal 
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supplied is transmitted to the telephone 16 or the portable telephone 18 through the 
public network 14 from the above-mentioned voice processing circuit 68. Communications 
data, such as a command, is supplied to the modem 70 from the user system 10 through the 
public network 14. This communications data is read into CPU60 from the communication 
interface 72 through the bus 66, and is analyzed by CPU60. RAM74 is used for the 
workspace of CPU60, etc. 

[0014] The time chart of the system shown in drawing 1 is shown in drawing 4. If CD-R0M32 
which memorized the game program by the user system 10 is played with the CD-ROM device 
30, the message of the registry request of a telephone number as shown in drawing 5 on 
the display 42 at Step S10 before a game start will be displayed. A user inputs the 
telephone number of the telephone 16 or the portable telephone 18 using the input part 
48, and this telephone number is stored and registered into RAM34 by this. 
[0015]Next, a game is started at Step S12. A predetermined in vent occurs at Step S14 by 
progress of a game. In the case of reasoning / mystery game, this event is a scene which 
has a telephone from a criminal, or a scene with a threatening phone call or a secret 
information telephone, for example, while the user is performing the game as a detective 
which is a character of a game. In the case of SF game or an adventure game, it is a 
scene etc. which have wireless communications from the character of a game. 
[0016]Call origination processing for connecting CPU36 to the voice server system 22 at 
Step S16 by the above-mentioned event generation is performed, and outside line dispatch 
to the public network 14 is performed by this through the modem 12 from the 
communication interface 52 at Step S18. Call origination of the voice server system 22 
is carried out by this, and connection processing of the voice server system 22 is 
performed at Step S30. If a line connection finishes, the user system 10 will transmit 
the voice response demand according to the event generated at Step S14 to a voice server 
system at Step S20. 

[0017]The voice server system 22 performs call origination processing to a user's 
telephone at Step S32. The user' s telephone number was registered at Step S10, and is 
notified as a parameter of a voice response demand. Outside line dispatch to the public 
network 14 is performed by the above-mentioned call origination processing through the 
modem 70 from the communication interface 72 at Step S34. Call origination of a user' s 
telephone 16 or portable telephone 18 is carried out by this, and connection processing 
(off-hook) of the telephone 16 or the portable telephone 18 is performed at Step S50. 
[0018]After a line connection, the voice server system 22 searches the voice database 64 
with Step S36 based on a voice response demand, outputs voice data, changes this voice 
data into an analog voice signal at Step S38 (voice conversion), and sends it out to a 
user' s telephone 16 or portable telephone 18. A sound is pronounced by this from a 
user' s telephone 16 or portable telephone 18 at Step S52. 

[0019]By this, it is called with the telephone 16 or the portable telephone 18 in 
whether a user is familiar in a game, then for example, it was related to the game, a 
criminal' s voice and the voice of a threat and secret information flow, or the voice of 
the wireless communications from the character of a game, etc. flow. For this reason, a 
user can be won over to the world of a game more than before. At this time, if the 
picture that the criminal or the character 80 in a game is talking over the telephone 
with the portable telephone 82 is displayed on the display 42 of the user system 10 as 
shown in drawing 6 , it is more effective. 

[0020] Here, corresponding to the sound which flowed from the telephone 16 or the 
portable telephone 18, a user performs push key operation of a telephone at Step S54. 
The push key audio signal generated in this push key operation is transmitted to the 
voice server system 22, and the voice processing circuit 68 changes into the code of the 
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push key operated by conducting frequency analysis of the push key audio signal at Step 
S40 (voice conversion), and is transmitted to the user system 10. CPU36 of the user 
system 10 decodes the push key code supplied through the communication interface 52, and 
processes as an input to a game program. By this push key operation, the apparatus of 
the picture displayed on the display 42, for example within a game can be operated. That 
is, the user system 10 can be operated using the telephone 16 or the portable telephone 
18 by which online connection was carried out. 

["0021] Drawing 7 shows the lineblock diagram of the 2nd work example of this invention 
system. Ten are user systems, such as a game machine or a personal computer, among the 
figure. A user's telephone 16 is connected to the public network 14, and the user's 
portable telephone (personal handy phone machines, such as PHS, are also included) 18 is 
connected to the public network 14 through the base station 20. The voice server system 
22 is connected to the public network 14. 

[0022] The time chart of the system shown in drawing 7 is shown in drawing 8 . A game is 
started at Step SI 12. A predetermined in vent occurs at Step SI 14 by progress of a game. 
This event is a scene etc. which telephone, for example to the character of a game. At 
this time, with a display display image, the piece of paper which wrote the telephone 
number and extension number of the voice server system 22, for example is displayed, and 
a hint is given to a user (Step S 1 16) . 

[0023]A user does manual call origination of the telephone 16 or the portable telephone 
18 at Step S150 by this hint. Outside line dispatch to the voice server system 22 is 
performed by this at Step S152, and connection processing is performed at Step S130 with 
the voice server system 22 by it. And CPU60 of the voice server system 22 recognizes the 
extension number inputted by the user from the telephone 16 or the portable telephone 18 
at Step S132. 

[0024] The voice server system 22 searches the voice database 64 with Step S134 based on 
the extension number as a voice response demand, and outputs voice data, This voice data 
is changed into an analog voice signal at Step S136 (voice conversion), and it sends out 
to a user' s telephone 16 or portable telephone 18. A sound is pronounced by this from a 
user' s telephone 16 or portable telephone 18 at Step S52. By this, the voice of the 
telephone from the character of a game or wireless communications related to a game, 
etc. flow with the telephone 16 or the portable telephone 18 in whether a user is 
familiar in a game. For this reason, a user can be won over to the world of a game more 
than before. 

[0025] Drawing 9 shows the lineblock diagram of the 3rd work example of this invention 
system. Ten are user systems, such as a game machine or a personal computer, among the 
figure. This user system 10 is connected to the public network 14 through the adapter 
90. A user' s telephone 16 is also connected to the public network 14, and the user' s 
portable telephone (personal handy phone machines, such as PHS, are also included) 18 is 
also connected to the public network 14 through the base station 20. 

[0026] D» aw i h;. ip shows I ho block diagram of one work example of the adaptor 90. The 

communication interface 92 is connected with the communication interface 52 of the user 
system 10 among the figure. The voice processing circuit 93 performs conversion to an 
analog voice signal from voice data, and its inverse transformation. The selector 94 
chooses PHS ohm either one of the modem 96 or an adapter 98. This selection is performed 
via the communication interface 92 by the control from CPU36 of the user system 10. The 
modem 96 is connected to the public network 14. When the portable telephone 18 is the 
personal handy phone of a PHS method, the PHS home adapter 98 is an adapter for using 
this portable telephone 18 as a cordless telephone in a home, and has the antenna 99 for 
it. 
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[0027] The time chart in the case of using the modem 96 in the adapter 90 by the system 
shown in drawing 9 is shown in drawing 11 . If CD-ROM32 which memorized the game program 
by the user system 10 is played with the CD-ROM device 30, the message of the registry 
request of a telephone number will be expressed as Step S210 before a game start on the 
display 42. A user inputs the telephone number of the telephone 16 or the portable 
telephone 18 using the input part 48, and this telephone number is stored and registered 
into RAM34 by this. 

[0028]Next, a game is started at Step S212. A predetermined in vent occurs at Step S214 
by progress of a game. In the case of reasoning / mystery game, this event is a scene 
which has a telephone from a criminal, or a scene with a threatening phone call or a 
secret information telephone, for example, while the user is performing the game as a 
detective which is a character of a game. In the case of SF game or an adventure game, 
it is a scene etc. which have wireless communications from the character of a game. 
[0029]CPU36 performs call origination processing at Step S216 by the above-mentioned 
event generation, and outside line dispatch to the public network 14 is performed by 
this through the modem 96 of the adapter 90 from the communication interface 52 at Step 
S218. Call origination of a user' s telephone 16 or portable telephone 18 is carried out 
by this, and connection processing (off-hook) of the telephone 16 or the portable 
telephone 18 is performed at Step S250. 

[0030]CPU36 of the user system 10 outputs the voice data reproduced from CD-R0M32 at 
Step S220 after a line connection, The voice processing circuit 93 of an adapter changes 
this voice data into an analog voice signal at Step S222 (voice conversion), and sends 
it out to a user' s telephone 16 or portable telephone 18. A sound is pronounced by this 
from a user' s telephone 16 or portable telephone 18 at Step S252. 
[0031]By this, it is called with the telephone 16 or the portable telephone 18 in 
whether a user is familiar in a game, then for example, it was related to the game, a 
criminal' s voice and the voice of a threat and secret information flow, or the voice of 
the wireless communications from the character of a game, etc. flow. For this reason, a 
user can be won over to the world of a game more than before. It is necessary to make 
the voice data outputted as voice of a telephone in the software of CD-R0M32 memorize 
beforehand in this work example. 

[0032] Here, corresponding to the sound which flowed from the telephone 16 or the 
portable telephone 18, a user performs push key operation of a telephone at Step S254. 
The push key audio signal generated in this push key operation is transmitted to the 
adapter 90, and the voice processing circuit 93 performs voice conversion at Step S224, 
and transmits a push key code to the user system 10. CPU36 of the user system 10 decodes 
the push key code supplied through the communication interface 52, and processes as an 
input to a game program. By this push key code, the apparatus of the picture displayed 
on the display 42, for example within a game can be operated. That is, the user system 
10 can be operated using the telephone 16 or the portable telephone 18 by which online 
connection was carried out. In this work example, constituting of a system becomes a 
voice server system is unnecessary and easy. 

[0033] Drawing 12 shows the lineblock diagram of the 4th work example of this invention 
system. Ten are user systems, such as a game machine or a personal computer, among the 
figure. The adapter 90 is connected to this user system 10. The PHS home adapter 98 in 
the adapter 90 and connection of a user' s portable telephone (PHS) 18 are enabled as a 
cordless handset. 

[0034] The time chart of the system shown in drawing 12 is shown in drawing 13 . If 
CD-R0M32 which memorized the game program by the user system 10 is played with the 
CD-ROM device 30, a game will be started at Step S312. A predetermined in vent occurs at 
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Step S314 by progress of a game. In the case of reasoning / mystery game, this event is 
a scene which has a telephone from a criminal, or a scene with a threatening phone call 
or a secret information telephone, for example, while the user is performing the game as 
a detective which is a character of a game. In the case of SF game or an adventure game, 
it is a scene etc. which have wireless communications from the character of a game. 
[0035]CPU36 performs call origination processing at Step S316 by the above-mentioned 
event generation, and the cordless handset call to the portable telephone 18 from the 
PHS home adapter 98 of the adapter 90 from the communication interface 52 is performed 
by this at Step S318. Call origination of a user's portable telephone 18 is carried out 
by this, and connection processing (off-hook) of the portable telephone 18 is performed 
at Step S350. 

[0036]CPU36 of the user system 10 outputs the voice data reproduced from CD-R0M32 at 
Step S320 after a line connection, and the voice processing circuit 93 of an adapter 
changes this voice data into an analog voice signal at Step S322 (voice conversion), and 
sends it out to a user' s portable telephone 18. A sound is pronounced by this from a 
user' s portable telephone 18 at Step S352. 

[0037]By this, it is called with the portable telephone 18 in whether a user is familiar 
in a game, then for example, it was related to the game, a criminal' s voice and the 
voice of a threat and secret information flow, or the voice of the wireless 
communications from the character of a game, etc. flow. For this reason, a user can be 
won over to the world of a game more than before. It is necessary to make the voice data 
outputted as voice of a telephone in the software of CD-R0M32 memorize beforehand in 
this work example. 

[0038] Here, corresponding to the sound which flowed from the portable telephone 18, a 
user performs push key operation of a telephone at Step S354. The push key audio signal 
generated in this push key operation is transmitted to the adapter 90, and the voice 
processing circuit 93 performs voice conversion at Step S324, and transmits a push key 
code to the user system 10. CPU36 of the user system 10 decodes the push key code 
supplied through the communication interface 52, and processes as an input to a game 
program. By this push key operation, the apparatus of the picture displayed on the 
display 42, for example within a game can be operated. That is, the user system 10 can 
be operated using the portable telephone 18 by which online connection was carried out. 
[0039] In this work example, in order to carry out call origination of the cellular 
phone, without letting a public network pass from a user system, composition is easy, 
and a telephone rate does not need to be built. Although CD-ROM is used as a storage in 
the above-mentioned work example, of course, other storages, such as ROM and M0, may be 
used. 
[0040] 

[Effect of the Invention] The user system which the invention according to claim 1 is 
connected to the public network, and reads and executes a program from a storage like 

The voice server system which supplies the sound which is connected to the public 
network and stored beforehand, It has the telephone or portable telephone near said user 
system, a voice response demand is given to a voice server system through a public 
network by execution of the program of said user system, a line connection is carried 
out to said telephone or a portable telephone from said voice server system, and a sound 
is supplied. 

[004l]For this reason, according to advance of a program, call origination of the 
telephone or portable telephone near the user can be carried out, the sound of the 
contents related to a program can flow out, and, in addition to a user system, 
communication with a user can be aimed at. The user system which the invention according 
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to claim 2 reads a program from a storage, and is performed, The voice server system 
which supplies the sound which is connected to the public network and stored beforehand, 
Have the telephone or portable telephone near said user system, and a user does a line 
connection to a voice server system from said telephone or a portable telephone by the 
hint given by execution of the program of said user system, A sound is supplied to said 
telephone or a portable telephone from said voice server system. 

[0042]Even if the user system is not connected to the public network, when [ for this 
reason, ] a user does call origination with telephone or a portable telephone with the 
hint given by execution of a program, The sound of the contents related to a program can 
flow out, and, in addition to a user system, communication with a user can be aimed at. 
The user system which the invention according to claim 3 reads a program from a storage, 
and is performed, The adapter which connects said user system to a public network, The 
sound which has the telephone or portable telephone near said user system, and is 
beforehand stored in said storage by execution of the program of said user system is 
read, and said telephone or a portable telephone is supplied through a public network 
from said user system. 

[0043] For this reason, according to advance of a program, call origination of the 
telephone or portable telephone near the user is carried out, The sound of the contents 
related to a program can be read from a storage, it can flow from telephone or a 
portable telephone, in addition to a user system, communication with a user can be aimed 
at, and constituting becomes a voice server system is unnecessary and easy. The user 
system which the invention according to claim 4 reads a program from a storage, and is 
performed, It has a portable telephone near said user system, and ATAPUTA which connects 
said user system with said portable telephone, By execution of said user program, the 
sound beforehand stored in said storage is read, and said portable telephone is supplied 
through an adapter from said user system. 

[0044] For this reason, according to advance of a program, call origination of the 
portable telephone near the user is carried out, Since the sound of the contents related 
to a program can be read from a storage and it is not necessary to flow from a portable 
telephone, and to aim at communication with a user system in addition to a user system, 
and to let a public network pass, composition becomes easy and a fee does not require 
it, either. 



[Brief Description of the Drawings] 

[Drawing lj lt is a lineblock diagram of this invention system. 

>. r i i _ I L is a block diagram of a user system. 
[Drawing 3 J It is a block diagram of a voice server system. 
I Drawing 4] It is a time chart of drawing 1 . 
[Drawing 5 jit is a figure showing a display display example. 
I Drawing 6] It is a figure showing a display display example. 
[D I" i > v Qlt is a lineblock diagram of this invention system. 
I Drawing 8] It is a time chart of drawing 7 . 

[Draw i rig 9.1 I t is a lineblock diagram of this invention system. 
[Drawing 10] It is a block diagram of an adapter. 
.. I L_ i ig_illlt is a time chart of drawing 9 . 

[Drawing 12] It is a lineblock diagram of this invention system. 
[Drawing 13] It is a time chart of drawing 12 . 
[Explanations of letters or numerals] 
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10 User system 

12 and 96 Modem 

14 Public network 

16 Telephone 

18 Portable telephone 

20 Base station 

22 Voice server system 

30 CD-ROM device 

32 CD-ROM 

36, 60 CPU 

38 Image processing device 
42 Display 

44, 68, and 93 Speech processing unit 

52, 72, 92 communication interfaces 

90 Adapter 

94 Selector 

98 PHS home adapter 
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